mu‘é.‘ﬁm“t

SOUNDING WATER




TECHNIQUE GENERAL INFORMATION:

Just like an overhead speaker, our waterproof water speaker converts electrical
signals into mechanical vibrations, creating underwater sound waves that are
perfectly audible. To achieve the same quality of music and voice playback
underwater as you would experience overhead, the Aquamusique water speaker
"imitates” different types of overhead speakers, such as the woofer for bass
frequencies and the tweeter for treble frequencies. As long as you adhere to the
conventional bass/treble acoustic diffusion rules, and given that our ears are
sensitive to frequencies between 20 Hz for bass and 20,000 Hz for treble, there is
no difference in sound diffusion in the pool compared to listening overhead. Only
the perception of the sound will be extraordinarily new, "tympano-somatic,” as if...
"silent"...

Our speaker performs equally well on its own, either with the 70W dedicated to
bass/midrange or the 50W dedicated to treble/midrange, but in this "MONQ" setup,
you will not be able to cover the entire musical frequency range potentially
accessible to your ears.

Our speakers are compatible with all existing amplification systems on the global
market. The C-1500 electrical safety standard requires the installation of isolation
transformers.

For further general technical information, please refer to pages 30-59-60-61-62-63 of
this catalog, or scan this QR code..
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Fixed amplification system without a separate source

for providing sound for a private, communal, or public swimming

pool already equipped with a sound system

Option 3

POOL SOUND SYSTEM - Option 3a - page 20
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2 speakers ”\‘ + amplification without broadcast sources

POOL SOUND SYSTEM - Option 3b - page 21
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2 speakers :/..\:/’\: + amplification without broadcast sources

POOL SOUND SYSTEM - Option 3d - page 23
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+ 4 speakers ,“, + amplification without broadcast sources

POOL SOUND SYSTEM - Option 3c - page 24
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6 speakers S\ kel [ed + amplification without broadcast sources

POOL SOUND SYSTEM - Option 3e - page 25
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6 speakers NN \V,\V,\‘ + amplification without broadcast sources



Dedicated pool amplification without sound sources - 70W bass + 50W treble speakers - OPTION 3a

Set consisting of:

HT amplifier rack 6.419,00 €
2 x 70W/50W speakers, 2 x ABS trim pieces, 2 x ABS niches - 1 speaker 50 Waigus - ABS - niche BETON
2 x isolating transformer - 1 speaker 70 Waigus - ABS - niche BETON
1 x Rack d’amplification - 2 isolating transformer
wixiliary Input - 2XRCA - 2Vrms on your music source required + volume control
12V Mini Jack Trigger (required on your music source) .
TOTAL (excluding TVA) 6.539,00 €

Dedicated amplifier for two 50W/70W speakers -
2 x Speakon output speakers -

Digital Signal Processor owner -

24 Bit @ 48 kHz 125 dB-A Dynamic Range -

32 bit floating point -

RMS voltage, Peak & Clip limiter -

Professional quality - Robust case - 54x34x18 cm -

Transportation not included




Dedicated pool amplification without sound sources = 2 X 50W treble speakers - OPTION 3b

Set consisting of:

2 X 50W speakers, 2 x ABS trim pieces, 2 x ABS niches -  HT amplifier rack 5.882,00 €
2 x isolating transformer - 2 speakers 50 Waigus - ABS - niche BETON
1 x Rack d’amplification - 2 isolating transformer

Auxiliary Input - 2XRCA - 2Vrms on your music source required + volume

control TOTAL (excluding TVA) 5.882,00 €
12V Mini Jack Trigger (required on your music source) Transportation not included

Dedicated amplifier for two 50W/70W speakers -
2 x Speakon output speakers -

Digital Signal Processor owner -

24 Bit @ 48 kHz 125 dB-A Dynamic Range -

32 bit floating point -

RMS voltage, Peak & Clip limiter -

Professional quality - Robust case - 54x34x18 cm -




Dedicated pool amplification without sound sources - 4 X 50W treble speakers - OPTION 3c

Set consisting of:
4 x 50W speakers, 2 x ABS trim pieces, 2 x ABS niches - HT amplifier rack
4 x isolating transformer - 4 speakers 50 Waigus - ABS - niche BETON
1 x Rack d’amplification - 4 isolating transformer

uxiliary Input - 2xRCA - 2Vrms on your music source required + volume control
12V Mini Jack Trigger (required on your music source)

TOTAL (excluding TVA)

8.264,00 €

5.882,00 €

Dedicated amplifier for two 50W/70W speakers -
4 x Speakons output speakers -

Digital Signal Processor owner -

24 Bit @ 48 kHz 125 dB-A Dynamic Range -

32 bit floating point -

RMS voltage, Peak & Clip limiter -

Professional quality - Robust case - 54x34x18 cm -

Transportation not included




Dedicated pool amplification without sound sources - 4 X 50W/70W speakers - OPTION 3d

Set consisting of:

4 x 7T0W/50W speakers, 4 x ABS trim pieces, 4 X ABS niches - HT amplifier rack 9.874,00 €
4 x isolating transformer - 2 speakers 50 Waigus - ABS - niche BETON
1 x Rack d’amplification - 2 speakers 70 Waigus - ABS - niche BETON

Auxiliary Input - 2xRCA - 2Vrms on your music source required + volume control 4 isolating transformer
12V Mini Jack Trigger (required on your music source)

Dedicated amplifier for two 50W/70W speakers -
4 x Speakons output speakers -

Digital Signal Processor owner -

24 Bit @ 48 kHz 125 dB-A Dynamic Range -

32 bit floating point -

RMS voltage, Peak & Clip limiter -

Professional quality - Robust case - 54x34x18 cm -

TOTAL (excluding TVA) 9.874,00 €
Transportation not included




Dedicated pool amplification without sound sources - 6 X 50W/70W speakers - OPTION 3e

Set consisting of:
4 x 70W/50W speakers, 4 x ABS trim pieces, 4 x ABS niches -  HT amplifier rack
4 x isolating transformer - 4 speakers 50 Waigus - ABS - niche BETON
1 x Rack d’amplification - 2 speakers 70 Waigus - A - niche BETON
Auxiliary Input - 2xRCA - 2Vrms on your music source required + volume control 6 isolating transformer
12V Mini Jack Trigger (required on your music source)

Dedicated amplifier for two 50W/70W speakers -

TOTAL (excluding TVA)

12.918,00 €

12.918,00 €

4 x Speakons output speakers -

Digital Signal Processor owner -

24 Bit @ 48 kHz 125 dB-A Dynamic Range -

32 bit floating point -

RMS voltage, Peak & Clip limiter -

Professional quality - Robust case - 54x34x18 cm -

Transportation not included




Dedicated pool amplification without sound sources - 6 X 50W speakers - OPTION 3f

Set consisting of:

6 X 50W speakers, 6 x ABS trim pieces, 4 x ABS niches - HT amplifier rack 11.308,00 €
6 x isolating transformer - 6 speakers 50 Waigus - ABS - niche BETON
1 x Rack d’amplification - 6 isolating transformer

Auxiliary Input - 2xRCA - 2Vrms on your music source required + volume control
12V Mini Jack Trigger (required on your music source)

TOTAL (excluding TVA) 11.308,00 €
Transportation not included

Dedicated amplifier for two 50W/70W speakers -
6 x Speakons output speakers -

Digital Signal Processor owner -

24 Bit @ 48 kHz 125 dB-A Dynamic Range -

32 bit floating point -

RMS voltage, Peak & Clip limiter -

Professional quality - Robust case - 54x34x18 cm -




Sound systems in swimming pools

Piscine/Musicpool - Lieu dit Guillamat - 65120 GAVARNIE - FRANCE
0033 612 550 437 - info@aquamusique.com - info@aquamusic.us

https://www.aquamusique.com/ https://www.aquamusic.us/

TVA : FR64932241086

SIRET 9322410860 0010

N° OERI : FR93224108600010

Code international des haut-parleurs : 85182100

Code international des transformateurs : 85043100

Code international d’un ensemble de sonorisation : 85189000

PISCINE MUSICPOOL - BNB PARIBAS - LOURDES - FRANCE - IBAN FR76 3000 4010 8300 0101 3442 816 - BIC BNPAFRPPXXX

Sous réserve d’erreurs et de modifications techniques, ainsi que de changement de produits, d’assortiments
et de changement de prix. Eauparleurs étanches de fabrication Francaise - Montage des ensembles
de sonorisation/ Europe - Production banquettes/ France - Production Tables de Massage /Europe
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